
The ESR151 is designed for medium-duty stacking in warehouses, retail

distribution, and manufacturing sites. Its counterbalance ride-on design makes
it suitable for longer travel distances, while the foldable pedal allows switching
to pedestrian mode for tight spaces. Thanks to its compact 850 mm chassis
width and 1488 mm turning radius, it can operate efficiently in narrow aisles,
ensuring flexibility in diverse warehouse layouts.

SPECIFICATION REF UNIT VALUE

Battery nominal capacity Ah 105

Battery voltage V 24

Load capacity Q kg 1500

Load centre distance c mm 500

Service weight kg 670

Retracted mast height h1 mm 2104

Lift height h3 mm 2930

Height, mast extended h4 mm 3569

Overall length mm 1805

Overall width b1/b2 mm 850

Length to face of forks l2 mm 654

Fork dimensions s/e/l mm 60/170/1150

Turning radius Wa 1884

Operator type Standing

Load distance, centre of drive axle to fork mm 798

Wheelbase mm 1215

ESR151
ELECTRICE RIDE-ON STACKER 1.5T

1500 kg 3316 mm 24 V
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Features

Integrated charging solution

The ESR151 comes with a 24V/15A integrated charger, allowing

operators to recharge the truck easily without external equipment,

improving convenience and uptime.

Enhanced operational safety

Automatic low-speed mode engages when forks reach 720 mm,

ensuring safer handling at height. An iron net mast cover protects

operators from falling goods, further boosting safety.

Tested stability and reliability

The ESR151 has passed Industrial Vehicle Stability Verification

(GB/T26949.1–2012), proving its robustness and stability even

under demanding conditions.

Ride-on comfort and flexibility

A foldable ride-on pedal provides ergonomic comfort for long-

distance travel. When folded, the truck can switch to pedestrian

mode with turtle speed for precise operation in confined spaces.
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VDI Chart

SPECIFICATION REF UNIT VALUE

1.4 Operator type Standing

1.5 Load capacity Q kg 1500

1.6 Load centre distance c mm 500

1.8 Load distance, centre of drive axle to fork mm 798

1.9 Wheelbase mm 1215

2.1 Service weight kg 670

2.2 Axle loading, laden front/rear kg 870/1300

2.3 Axle loading, unladen front/rear kg 510/160

3.1 Tyre type Polyurethane

3.2.1 Tyre size, front mm Ø210×70

3.3.1 Tyre size, rear mm Ø74×72

3.4 Additional wheels (castor wheels) mm Ø130×55

3.5 Wheels, number front/rear (x=drive wheels) 1x，2/4

3.6.1 Tread width, front b10 mm 644

3.7.1 Tread width, rear b11 mm 405

4.0 Max lift height H mm 3316

4.10 Height of wheel arms mm -

4.15 Lowered height 90

4.19 Overall length mm 1805

4.2 Retracted mast height h1 mm 2104

4.20 Length to face of forks l2 mm 654

4.21 Overall width b1/b2 mm 850

4.22 Fork dimensions s/e/l mm 60/170/1150

4.24 Fork carriage width mm 680

4.25 Distance between fork-arms 680

4.26 Distance between wheel arms/loading surfaces -

4.3 Free lift mm -

4.31 Ground clearance, laden, below mast mm -

4.32 Ground clearance, centre of wheelbase mm 23

4.34.1 Aisle width for pallets 1000×1200 crossways Ast 2717

4.34.2 Aisle width for pallets 800×1200 lengthways Ast 2650

4.35 Turning radius Wa 1884
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SPECIFICATION REF UNIT VALUE

4.4 Lift height h3 mm 2930

4.5 Height, mast extended h4 mm 3569

4.9 Height of tiller handle in drive position min./max. 1120/1315

5.1 Travel speed, laden/unladen km/h 4.0/4.5

5.10 Service brake Electromagnetic

5.2 Lifting speed, laden/unladen m/s 0.085/0.13

5.3 Lowering speed, laden/unladen m/s 0.105/0.085

5.8 Max. gradeability, laden/unladen % 3/10

6.1 Drive motor rating S2 60 min kW 0.75

6.2 Lift motor rating at S3 15% kW 2.2

6.4 Battery nominal capacity Ah 105

6.4 Battery voltage V 24

6.5 Battery weight kg 60

6.6 Energy consumption according to DIN EN 16796 kWh/h 0.72 ¹⁾

6.7 Turnover output according to VDI 2198 36

6.8 Turnover efficiency according to VDI 2198 49.18

8.1 Type of drive control DC

10.5 Steering design Mechanical

10.7 Sound pressure level at the drivers ear dB(A) 74

15.1 Charger output current A 15
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VDI Drawing
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Mast Options

MAST TYPE LIFT HEIGHT (H3, MM) MAST LOWERED HEIGHT (H1, MM)
MAST EXTENDED HEIGHT, NO

BACKREST (H4, MM)

2-Standard Mast 2516 1856 3071

2-Standard Mast 2716 1956 3271

2-Standard Mast 3016 2106 3571

2-Standard Mast 3316 2256 3871

Options

ITEM OPTIONS (optional items marked in yellow)

Fork lowered height 90

Load wheel type Double

Load wheel material PU

Drive wheel material PU

Battery capacity 105Ah

Charger 24V-15A Internal

Battery display indicator (BDI) With time

Castor wheels Yes and not customized
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ITEM OPTIONS (optional items marked in yellow)

Fork length 1150

Fork width 570 | 685

Side supports No | Yes and not customized
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